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PENNASOL TURBO SUPER SAE 20W-50 
PENNASOL TURBO SUPER SAE 20W-50 ist ein leistungsfähiges SHPD Motorenöl für verlängerte 
Ölwechselintervalle. Das Leistungsspektrum überdeckt sowohl die Anforderungen von Nutzfahrzeug- 
und PKW-Dieselmotoren als auch Ottomotoren. Die hohen Anforderungen von modernen, 
verbrauchsarmen Motoren zur Erfüllung der verschärften EU-Abgasnormen (Euro III) werden erfüllt und 
in Teilen übertroffen.  

PENNASOL TURBO SUPER SAE 20W-50 wird universell für die ganzjährige Versorgung im 
gemischten Fuhrpark eingesetzt. 

 
 
Anwendungsempfehlungen: 
(Erfüllt das benötigte Anforderungsprofil für eine entsprechende Freigabe. Eine namentliche Freigabe liegt beim Hersteller jedoch nicht vor.) 

ACEA E7 
API CI-4 
JASO DH-1 
MB 228.3 
MAN 3275-1 
Volvo VDS-2 
Cummins CES 20076/77/78 
Deutz DQC III-10 
Detroit Diesel DDC 93K215 
 

PENNASOL TURBO SUPER 

Parameter Einheit Prüfmethode SAE 20W-50 

Dichte 15°C kg/m³ DIN EN ISO 12185 882 

Flammpunkt COC °C DIN ISO 2592 >210 

Pourpoint °C DIN ISO 3016 - 36 

Viskosität  40°C mm²/s DIN 51562-1 142 

Viskosität  100°C mm²/s DIN 51562-1 17,8 

VI  DIN ISO 2909 139 
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Die angegebenen Daten sind circa Werte. Bitte die Betriebsvorschriften beachten. 
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Erhältliche Gebinde: 

 
 
 

Lose 
Ware 

965  
Liter 

202 
Liter 

60  
Liter 

20 
Liter 

4 * 5  
Liter 

12 * 1 
Liter 

Bemerkung: 

PENNASOL 
TURBO SUPER SAE 20W-50 
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1 This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is 
made as to its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised to 
ensure that they refer to the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the 
intended application and to comply with all applicable laws and regulations. Material Safety Data Sheets are available for all our products and should be consulted 
for appropriate information regarding storage, safe handling, and disposal of the product. No responsibility is taken by either AVISTA OIL Group or its subsidiaries for 
any damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or from hazards inherent in the nature of the 
material. All products, services and information supplied are provided under our standard conditions of sale. 
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